PLUMBER TO INSTALL 4" AIR INTAKE USING DWV 90° PVC ELL AND SANITARY TEE WITH THREADED CLEANOUT PLUG.
SANITARY CLEANOUT INSTALLED PER PU DETAIL *10 W/TRACER WIRE

SCREEN FURNISHED BY CITY.

THE GREATER OF 12"-18" OR 1' ABOVE FLOOD ELEVATION.

PLUMBER TO INSTALL GRAVITY LINE FROM HOUSE TO SERVICE STUB WITH SCH. 40 OR SDR-21 PVC PIPE. JOINTS TO BE SOLVENT WELDED.

NOTES:
1. SEE PERMITS & INSPECTIONS HANDOUT PU DETAIL NO. 14-2.
2. PLUMBER SHALL NOT DIRECT SEWAGE FLOW TO VALVE PIT UNTIL INTERFACE VALVE CONTROLLER HAS BEEN INSTALLED BY CITY.
3. NO GROUNDWATER, SAND, STONE, OR DEBRIS OF ANY KIND SHALL BE ALLOWED TO ENTER THE GRAVITY LINE DURING INSTALLATION.
4. FOR TRACER WIRE SEE DETAIL *10/*11 GENERAL NOTES *11A/12A.