COLOR CODE

<table>
<thead>
<tr>
<th>OWNER</th>
<th>BONNET</th>
<th>CAPS</th>
<th>BARREL</th>
</tr>
</thead>
<tbody>
<tr>
<td>CITY</td>
<td>White</td>
<td>White</td>
<td>Red</td>
</tr>
<tr>
<td>CITY (COUNTER-CLOCKWISE)</td>
<td>Yellow</td>
<td>Yellow</td>
<td>Red</td>
</tr>
<tr>
<td>PRIVATE</td>
<td>Blue</td>
<td>Blue</td>
<td>Red</td>
</tr>
<tr>
<td>PRIVATE (COUNTER-CLOCKWISE)</td>
<td>Blue</td>
<td>Yellow</td>
<td>Red</td>
</tr>
<tr>
<td>DRY (DRAFTING)</td>
<td>Blue</td>
<td>Blue</td>
<td>Blue</td>
</tr>
</tbody>
</table>

HYDRANT PAINT

A. RUST-OLEUM #792 GLOSS WHITE, OR EQUAL
B. RUST-OLEUM #786 REGAL RED, OR EQUAL
C. RUST-OLEUM #7743 LEMON YELLOW, OR EQUAL
D. PENNSCORITY CORPORATION *3-4-19 STRATOLMEE NASSAU BLUE, OR EQUAL

NOTE:
HYDRANT SHALL BE VERTICALLY PLUMB, PUMPER CONNECTION SHALL FACE 90° TO STREET; C UNLESS OTHERWISE SPECIFIED.

WHERE NO CURB IS EXISTING OR PROPOSED, VERIFY SET BACK WITH INSPECTOR.

2½' HOSE CONNECTION WITH CAP

4½' PUMPER CONNECTION WITH CAP

BONNET

BARREL

STONE TO EXTEND ABOVE WEEP HOLES

VDOT NO. 57 STONE
MIN. DEPTH = 8'
MIN. WIDTH = 18' x 18'

RESTRAINED JOINT (SEE PU DETAIL NO. 18-2)

UNDISTURBED SOIL

FIRE HYDRANT SETTING

CITY OF VIRGINIA BEACH • DEPARTMENT OF PUBLIC UTILITIES